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Issued to:  HORING LIH INDUSTRIAL CO LTD 

17-6 AI-CHIEH RD 

HU-HSI VILLAGE 

YUAN-SHAN 

I-LAN 264 TAIWAN 

   

This is to certify that 

representative samples of 

 HEAT-AUTOMATIC FIRE DETECTORS 

See Addendum Page. 

   

  Have been investigated by UL in accordance with the 

Standard(s) indicated on this Certificate. 

   

Standard(s) for Safety:  ANSI/UL 521, Heat Detectors for Fire Protective Signaling 

Systems. 

Additional Information:  See the UL Online Certifications Directory at 

www.ul.com/database for additional information 

 
 

Only those products bearing the UL Certification Mark should be considered as being covered by UL's 
Certification and Follow-Up Service. 
 
Look for the UL Certification Mark on the product. 
 

http://ul.com/aboutul/locations/
http://www.ul.com/database


 

C E R T I F I C A T E  O F  C O M P L I A N C E  
   

Certificate Number  20150623-S35493 

Report Reference  S35493-20150611 

Issue Date  2015-JUNE-23 
 

 

 
Bruce Mahrenholz, Director North American Certification Program 
 
UL LLC 
 
Any information and documentation involving UL Mark services are provided on behalf of UL LLC (UL) or any authorized licensee of UL. For questions, please 
contact a local UL Customer Service Representative at http://ul.com/aboutul/locations/  

 
Page 2 of 2 

This is to certify that representative samples of the product as specified on this certificate were tested 
according to the current UL requirements. 
 
 
Fire Alarm Subassembly:  
 
2-Wire Heat Detector head, conventional, Models AH-0626-2, AH-0626-3 and AH-0626-4 Combination 
140 °F (60 °C) fixed temperature and 20 °F/min (11.1 °C/min) rate of rise. 
 
Models AH-0626-2 for use with Listed base Model AHMB-071-2 
Models AH-0626-3 for use with Listed base Model AHMB-071-3 
Models AH-0626-4 for use with Listed base Model AHMB-071-4 
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