


7. Not recommended Mounted Location

11. Unit Connection Diagram

Type 1 Lc(z)
- Places with amount of smoke flows to.
(diet preparation room, front room of kitchen, food storage in kitchen, corridor and gonnect to 10ka
. ontrol Panel . .
passageway around kitchen and restaurant...) End of Line Resistor
- Places with amount of steam retains. Le(z+)
. . .. . Connect to the
(steam clean room, dressing room, hot water service room and disinfection room...) door lamp
Type 2 Le(z9)
- Places smelled off subversive gas.
i With Rel Connect to
(electroplating factory, accumulator room and sewage treatment plant...) ol'ftpute & Control Panel 1E %zﬂof Line Resistor
- Places equipped with fire devices or exposed to fire.
- . . : Le(z+)
(glass factory, placed with iron melting furnace, welding workplace, kitchen, foundry Type 3 Lz(z_)
and forging...)
. . . VoVith Relay Connect to 10kQ
+ Places with high temperature or any other places where may bring about utput Control Panel End of Line Resistor
- Contact Ratings:
barriers to detectors. DG 30V / 0.8A
AC 125V / 0.4A Le(z+)

- Places with sunlight beating or reflecting.
DC power supply wiring diagram

8. Maintenance

There is no need to clean & maintain. Please just keep the glass surface of detectors

clean to assure it is under normal condition. s"°WIE_R
upplier

DC24v

9. Attentions
Prohibit from taking down the product to overhaul or make a change to it.

10. Dimension Diagram
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