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M 4.0Operating Instructions I\ /32

4.2.5. System Setup - Set up more Other Functions : (Access Level 3)

4. Zone Disable
» 5. System Setup

login Code :0000
Code 1 A

login Code :0000
Code 2 A

login Code :0000
ok?

login Code :0000
Complete

System setup Exit?
No

Press the “(} JDown” switch to move to item 5-
System Setup. Press the “(_I)Enter” switch to
enter System Setup.

Input a 4-digit code, starting with the left digit
digit (code1). Press the “(1 JUp” and “(} ) Down”
switch to increase or decrease the value of the
digit.

Press the “(_l] Enter” switch to move the cursor

to the next digit. Use the (&) Back” switch to
return to a previous digit.

After the code input is complete, press the “
Enter” switch to System Setup (AL3).

Use the “ Back” switch to return to the 4th digit
(coded).

Press the “(_l] Enter "switch to confirm and enter
the System Setup selection list.

Press the “Back "switch to return to the
confirmation screen of System Setup Exit.

Press the “ Down” switch to change the option
to “Yes”.

Press the “(_1] Enter” switch to return to the System
Setup selection list.

4.2.5-1. Auto Re-Sound - To set up the area sound (SND) output to be temporary

mute (Enable) or Long-term silence (Disable) :

Auto Re-Sound SW
* Enable Disable

System Setup Mode
» 2. Memory Data Delete

AL3 Login Code : 0000
Code 1 "

Press the “ Enter” switch to disable(Long-term
silence) or enable(temporary mute).

Press the “(ig)Back” switch to return to the System
Setup selection list.

4.2.5-2. Memory Data Delete - Clear All Memory Data :

Press the “ Down”switch to move to item
2-Memory Data Delete. Press the “(_1) Enter”
switch to enter the Memory Data Delete.

To delete the memory, input a 4-digit code, starting
with the left digit (code1). Press the * Up” switch
to raise the value of the digit. Press the “["}_|Down”
switch to lower the value of the digit.
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AL3 Login Code : 0000 Press the “(_1)Enter” switch to move the cursor to
Code 2 " the next digit. Use the “ Back” switch to move

to a previous digit.

AL3 Login Code : 0000 After the code is finished, press the “ Enter”
ok? switch to Password Check Use the “ Back”
switch to return to the 4th digit (code 4).

_ To delete the memory, input a 4-digit code, starting
Data Deleting.... with the left digit (code1). Press the “ Up” switch
to raise the value of the digit. Press the “|} |Down”
switch to lower the value of the digit.

4.2.5-3. Date/Time - Set up date and time :

System Setup Mode Press the “["} |Down "switch to move to item 3-Date/Time.
> 3. Date/Time Press the “(_1) Enter "switch to enter the Date/Time Setup.
AL3 2017/01/21 16:40 The lower right screen shows the editing item

" Edit_Year| (EditYear). Press the “("1 JUp” switch to raise the

value of the digit. Press “(} JDown” switch to lower
the value of the digit.

AL3 2018/01/01 16:40 After setting the year, press the “ Enter” switch
A Edit Month| to edit month. Use the “(&)Back” switch to move
B to a previous digit.

AL3 2018/01/01 16:40 After setting the month, press the “Enter” switch
" Edit_Day| toeditday. Use the “(®i)Back” switch to move to a
- previous digit.

AL3 2018/01/01 16:40 After setting the day, press the “ Enter” switch to
Edit Hour A edit hour. Use the “(&|Back” switch to move to a
- a previous digit.

AL3 2018/01/01 16:40 After setting the hour, press the “ Enter” switch
Edit Minute A to edit minute. Use the “Back” switch to move
- to a previous digit.
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AL3 2018/01/01 16:40

ok?

AL3 2018/01/01 16:40

Complete

System Setup Mode
» 4. Security Code

AL3 Login Code:0000
Code 1 "

AL3 Login Code:0000
ok?

AL3 Code Set:0000
Code 1 A

AL3 Code Set:0000
ok?

AL3 Login Code:0000
Complete

Press “|<) Enter” switch to complete the setup of

date and time setup. Use the“ [ Back”switch to
move to a previous digit.

After setup is completed, the display returns to the
System Setup selection list.

4.2.5-4. Security Code - Security code reset :

Press the “(]JDown” switch to move to item
4-Security Code. Press the “(_1)Enter” switch to
enter the Security Code.

To reset the security code, input the 4-digit original
security code, starting with the left digit (code1).

Press the “['1 |Up” switch to raise the value of the
digit. Press the “ Down” switch to lower the value
of the digit.

Press the “(_)Enter” switch to move the cursor
to the next digit. Use the “(fi|Back” switch to move
to a previous digit.

Input a new 4-digit security code.

After the code is finished, press the “Enter”
switch to complete the code setting.

Use the “(i)Back” switch to return to the 4th digit
(code 4).

After setting up, the display returns to the System
Setup selection list
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4.2.5-5. Delay Timer - Set the alarm delay time :
(For Area Sound(SND) 1~4)

System Setup Mode Press the “ Down” switch to move to item
» 5. Delay Timer 5-Delay Timer. Press the “[_1] Enter” switch to enter
the Delay Timer.
AL3 Delay Timer: Press the “(1 JUp” or “(} JDown” switch to increase
05 Sec ok? or decrease the value. (0~60 seconds).

Press the “(_1] Enter” switch to complete the delay
time setup and back to the previous screen.
Press the “[1|Back” switch to return to the System
Setup selection list.

4.2.5-6. Backlight Timer - Set LCD backlight timer :

System Setup Mode Press the “ Down” switch to move to item
» 6. Backlight Timer 6-Backlight Timer.
Press the “ Enter” switch to enter the Backlight
Timer.
AL3 Backlight Timer: Press the “(1 | Up” or “(} JDown” switch to increase
10 Sec ok? or decrease the value.

The time option are 10, 20, 30, 40, 50 and 60 Seconds.
Press the “[_1| Enter” switch to complete the Backlight
Timer setup and back to the previous screen.
Press the “[1g| Back” switch to return to the System
Setup selection list.

4.2.6. Zone Number & ROM Edition - Display the fire alarm system
version : (Access Level 2)

5. System Setup Move the cursor to item 6-Zone Number.
» 6. Zone Number Press the “(_]JEnter” switch to see the details.

Zone Number : 32Zones| Press the “ Back” switch to back to the Set Up
Rom Ver. 180115 selection list.

Note : Display zone data can be changed via panel
internal setting.
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Maintenance Instructions

1. Normal Status:
a. In normal operating status, the Power Normal indicator will shine.
b. When AC power fails, the backup battery will supply power. The fault indictor
will shine and the buzzer will sound. The system can continue monitoring for
12 hours and sound an alarm for 30 minutes.

2. Maintenance:

If the equipment is installed in a public place, maintenance and testing will disturb
people. Be sure to inform them beforehand. If the equipment is found faulty, it must
be fixed instantly and maintained regularly. Please check the current in the power
supply of the fire alarm system, the voltage of the backup battery and also discharge
time of the backup battery.

Turn to the test mode to test if all the indicators can light and buzzers can beep.

And also check to see whether any detectors/manual call points are detective or exist
any broken glass shields or not.

Ensure that no faults in the whole wiring system.

Make sure if any ground fault is in the AC input contacts.
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Trouble Shooting

1. Normal Status: This system is composed of several devices and it will be affected by
defective and improper use of detectors, wiring, bells, and manual call points.
a. Use a multi-meter to test the voltage in the AC input contacts.
b. Check that the Power Normal indicator can shine or not.
c. Inspect whether any fuses are burned out.
d. Check that the external devices and wiring are normal or not.

2. Fuse Function: There is a special protective function in the fuses in the panel, so do not
use unspecified or poor quality products. Faulty external wiring and poor quality products
will make fuses burn out.

a. AC: Normal power AC fuse (2A).
b. BATT: Backup battery fuse (5A).
c. SND: Bell fuse (Auto-reset).

d. AUX: Output fuse (Auto-reset).

e. 24 V DC: DC power output fuse (Auto-reset).

3. Reasons for Burned Out Fuses and Inspection Notes:

a. AC power fuse burn out: Check whether the applied power is over the specified load
and if the specification is correct. (Using a fuse lower than specified load will cause the
fuse burn out)

b. Backup battery fuse burn out: Check whether the polarity of the contacts is right.

4. False Bell Alarm: The improper wiring can make the bell sound when no alarm signal is
given. Please remove the external wiring and then use a multi-meter to test the bell’s
contacts which shouldn’t give 24V DC reading. If it meets the mentioned requirement,
please check the external wiring.

5. Zone Abnormal Status (Indicator ON ): According to the statistic, most zone faults are
due to incorrect wiring. Some other reasons for fault are improper use and misconnection
to contacts.

a. Check the unused zones to see if the end of line resistors have come adrift.

b. Disconnect the zone wiring and connect a 4.7K ohms resistor across the contacts.
The fault signal should disappear.

c. If above conditions are met, the control panel is in normal condition. The fault signal
may be caused by faulty external wiring. After repairing the external wiring, you may
connect the wiring to the control panel again.

d. Check whether the external wiring is short circuited or disconnected, detectors have
come adrift or not, and if the end of line resistor in detectors have come adrift or even
was not installed.

e. Use a multi-meter to check that the resistance across the Z+ and Z- contacts is about
4. 7K ohms.

f. Disconnect the wires connected to the contacts Z+ and Z-. Make sure that the voltage
across the two wire is 0 volt.
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Trouble Shooting

6. False Zone Alarm Inspection notes:

a. Disconnect the faulty zone and check the resistance across the Z+ and Z- wires is
about 4.7K ohms.

b. Disconnect the faulty zone and the Zone Alarm indicator will go out and the Zone Fault/
Disable indicator will light up. If you would like to make the Zone Fault indicator go off,
you should install the end of line resistor across the Z+ and Z- contacts of the Zone.
After repairing the wiring, please reconnect the external wiring.
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General Specifications

- Main Power Source
HlInput Voltage
BFrequency
[l Fuse
B Nominal Output Voltage

- Standby Power
[ Battery Consumption

100V AC~240V AC
50Hz-60Hz

2A

27V

24V/4Ah ; 24V/7Ah

B Charge Voltage 27V DC
I Fuse 5A
B Output Voltage 17~27.8V DC
- Single Zone
[ Voltage 24V DC
B Terminal Resistor 4.7KQ
IMaximum sensor’s connection ( Smoke Detector) 30
B Manual Call Point Resistance 220Q/1W
- Area Sounding/ Alarm
I Voltage 24V DC
B Maximum Supply Current 1A
[l Terminal Resistor 4.7KQ

BFuse

- Relay Output
[IMaximum Voltage

B Maximum Supply Current

- AUX & 24V Output Voltage
[ Voltage
B Maximum Supply Current
[ Fuse

- Connecting Cable

1A(Auto Reset)

250V AC/30V DC
1A

24V DC
1A
1A(Auto Reset)

[ICable’s Semi-Diameter 1.5mm?

B Maximum Supply Current 2A
- Ambient Temperature

1 Operating Temperature -7°C ~ +45°C

B Storage Temperature -10°C~ +70°C
- Standard

[l Fire Alarm Control Panel EN54-2

B Power Source EN54-4

I Instruction Policy (Design, Install, Plan , Usage....) EN54-14
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